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LAMP PHOTOMETRIC REPORT

MODEL: 98Vega50Slim

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 3914.9 1m /4180
-150 150
-120 120
%
s,
—o
AVERAGE BEAM ANGE (50%) :115.3 DEG
¥ co C45 Cc90 C135 C180 C225 C270 C315 ¥ ® zone | @ total %
10 1357 1358 1363 1370 1373 1368 1361 1358 0- 10 130.9 130.9 3.34
20 1292 1297 1306 1318 1323 1314 1303 1294 10- 20 378.3 509.2 13
30 1190 1196 1208 1224 1230 1217 1200 1191 20- 30 581.8 1091 27.9
40 1041 1049 1066 1082 1088 1075 1054 1045 30— 40 713.5 1805 46.1
50 850.1 858.3 874.2 891.1 896.0 881.3 862.1 852.3 40- 50 749.7 2554 65.2
60 611.0 619.4 634.6 645.5 648.3 637.2 624.0 613.6 50- 60 674.1 3228 82.5
70 334.5 342.2 350.1 357.8 357.0 345.7 331.1 339.7 60— 70 485.0 3713 94.9
80 62.42 32.97 17.01 56.36 33.57 38.12 19.57 33.73 70- 80 191.8 3905 99.8
90 1.962 1.893 1.845 1.867 1.591 1.568 1.580 1.668 80- 90 9.708 3915 100
100 90-100
110 100-110
120 110-120
130 120-130
140 130-140
150 140-150
160 150-160
170 160-170
180 170-180
DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 30.0DEG Interval: O0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:08 July 2022

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Vega50Slim
POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 30 60 90 120 | 150 | 180 | 210 | 240 | 270 | 300 | 330
0 1379 | 1379 | 1379 | 1379 | 1379 | 1379 | 1379 | 1379 | 1379 | 1379 | 1379 | 1379
5 1372 | 1371 | 1373 | 1375 | 1378 | 1378 | 1379 | 1378 | 1376 | 1373 | 1373 | 1372
10 1357 | 1357 | 1359 | 1363 | 1369 | 1370 | 1373 | 1369 | 1367 | 1361 | 1359 | 1356
15 1329 | 1331 | 1334 | 1339 | 1347 | 1351 | 1353 | 1348 | 1345 | 1337 | 1332 | 1328
20 1292 | 1294 | 1300 | 1306 | 1315 | 1320 | 1323 | 1317 | 1310 | 1303 | 1295 | 1292
25 1246 | 1249 | 1256 | 1263 | 1274 | 1280 | 1282 | 1276 | 1267 | 1256 | 1251 | 1246
30 1190 | 1193 | 1199 | 1208 | 1220 | 1228 | 1230 | 1222 | 1213 | 1200 | 1194 | 1188
35 1122 | 1126 | 1131 | 1143 | 1155 | 1165 | 1166 | 1156 | 1147 | 1134 | 1125 | 1122
40 1041 | 1046 | 1052 | 1066 | 1078 | 1086 | 1088 | 1079 | 1070 | 1054 | 1047 | 1042
45 952 | 957 | 963 | 977 | 989 | 996 | 997 | 989 | 980 | 965 | 958 | 952
50 850 | 855 | 861 | 874 | 887 | 896 | 896 | 885 | 878 | 862 | 855 | 849
55 737 | 741 | 748 | 761 | 769 | 779 | 780 | 767 | 762 | 749 | 740 | 736
60 611 | 616 | 623 | 635 | 642 | 649 | 648 | 640 | 634 | 624 | 617 | 610
65 476 | 481 | 487 | 496 | 502 | 508 | 505 | 499 | 498 | 489 | 483 | 476
70 335 | 342 | 343 | 350 | 355 | 360 | 357 | 354 | 337 | 331 | 344 | 336
75 177 | 202 | 146 | 158 | 210 | 192 | 189 | 200 | 170 | 153 | 198 | 177
80 62.4 | 48.6 | 17.2 | 17.0 | 48.6 | 64.2 | 33.6 | 56.1 | 20.1 | 19.6 | 51.5 | 15.9
85 5.81 | 4.73 | 3.69 | 3.67 | 4.63|5.79|3.23(5.84|5.32|5.17 | 6.03| 3.93
90 1.96 |1.93|1.86|1.85|1.86|1.87 |1.59|1.58 |1.56|1.58 | 1.65 | 1.68
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 30.0DEG Interval: O0.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:08 July 2022 Remarks:



