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LAMP PHOTOMETRIC REPORT

MODEL: 99PFM602430/WH

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2655.6 1m -/+180
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AVERAGE BEAM ANGEE (50%):104.6 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 993.0 984.9 981.7 982.4 989.4 989.5 991.6 991.8 0- 10 95.42 95.42 3.59
20 930.9 913.8 902.8 909.6 923.7 923.8 922.8 927.7 10- 20 270.1 365.5 13.8
30 832.9 806.4 790.1 800.5 823.2 820.3 816.3 825.6 20- 30 400.7 766.2 28.9
40 707.3 676.0 655.8 669.0 696.8 692.2 685.4 697.8 30— 40 470.1 1236 46.6
50 564.0 531.0 511.0 524.4 553.6 548.8 541.1 554.0 40- 50 473.5 1710 64.4
60 411.0 379.7 361.5 374.1 401.9 398.1 391.0 402.0 50- 60 416.1 2126 80.1
70 255.9 229.0 214.1 225.1 249.7 247.8 241.9 249.8 60— 70 310.5 2436 91.7
80 111.6 90.03 80.49 88.58 108.1 108.0 103.5 107.6 70- 80 176.8 2613 98.4
90 1.301 0 0 0 1.522 0 0 0 80- 90 42 .54 2656 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
H(3) Range:-90 - 90DEG V(B) Range:-85 - 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:29 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM602430/WH
POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd
C (DEG)
y (DEG) 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90
0 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013
5 1008 | 1008 | 1007 | 1006 | 1006 | 1005 | 1005 | 1005 | 1005 | 1004 | 1004 | 1004 | 1004 | 1004 | 1003 | 1003 | 1003 | 1003 | 1003
10 993 | 992 990 990 989 | 988 988 987 986 | 985 | 984 984 983 | 983 | 982 982 982 982 982
15 967 965 | 963 | 963 | 962 960 959 | 958 957 955 | 953 | 952 950 950 949 | 948 947 947 946
20 931 928 927 926 | 924 922 921 918 916 | 914 912 910 908 906 | 905 | 904 904 903 | 903
25 886 | 883 | 881 | 879 | 878 | 875 | 872 | 869 | 866 | 864 | 862 | 859 | 857 | 854 | 853 | 851 | 850 | 849 | 849
30 833 | 830 | 828 | 826 | 823 | 819 | 816 | 813 | 811 | 806 | 803 | 800 | 798 | 796 | 794 | 792 | 791 | 791 | 790
35 773 | 770 | 767 | 766 | 761 | 758 | 755 | 750 | 747 | 743 | 740 | 738 | 734 | 731 | 729 | 727 | 726 | 725 | 724
40 707 | 704 | 702 698 695 | 692 687 683 | 679 | 676 | 672 669 | 665 | 663 | 660 659 | 657 656 | 656
45 637 634 632 628 624 620 616 | 613 | 608 604 600 | 598 | 594 | 591 | 589 | 587 | 586 | 585 | 584
50 564 | 561 | 558 | 554 | 550 | 546 | 543 | 538 | 534 | 531 | 527 | 524 | 521 | 518 | 516 | 514 | 512 | 511 | 511
55 488 | 485 | 482 | 479 | 474 | 471 | 466 | 463 | 459 | 455 | 452 | 449 | 446 | 443 | 441 | 439 | 438 | 437 | 436
60 411 | 408 | 404 | 401 | 398 | 394 | 390 | 386 | 383 | 380 | 376 | 373 | 370 | 368 | 366 | 364 | 363 | 362 | 361
65 333 | 330 | 327 | 324 | 320 | 317 | 313 | 310 | 307 | 304 | 301 | 298 | 295 | 293 | 291 | 289 | 288 | 287 | 287
70 256 | 253 | 249 | 247 | 244 | 241 | 238 | 235 | 232 | 229 | 226 | 224 | 222 | 219 | 218 | 216 | 215 | 214 | 214
75 182 | 179 | 176 | 173 | 170 | 168 | 165 | 162 | 160 | 157 | 155 | 153 | 151 | 149 | 148 | 147 | 146 | 146 | 145
80 112 | 108 | 106 | 104 | 101 | 98.9| 96.8 | 94.5| 92.1 | 90.0 | 88.3 | 86.7 | 85.2 | 83.9 | 82.8 | 81.9 | 81.2|80.6 | 80.5
85 40.1 | 44.8 | 43.2 | 41.3(39.1|36.9|34.7|33.5(32.2|31.0(29.9|28.9|26.7|24.3|22.3|20.7|19.5|18.7]18.4
90 1.30|0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/0.00]|0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:29 November 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM602430/WH
POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd

C (DEG)

y (DEG) 95 100 | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 145 | 150 | 155 | 160 | 165 | 170 | 175 | 180 | 185
0 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013
5 1002 | 1002 | 1002 | 1003 | 1003 | 1003 | 1003 | 1003 | 1003 | 1003 | 1003 | 1004 | 1004 | 1004 | 1004 | 1005 | 1006 | 1006 | 1006
10 981 | 981 | 981 | 981 | 981 | 981 | 982 | 982 | 982 | 983 | 984 | 985 | 985 | 986 | 986 | 987 | 988 | 989 | 989
15 946 | 946 | 947 | 947 | 948 | 948 | 949 | 950 | 952 | 953 | 954 | 954 | 956 | 957 | 958 | 958 | 960 | 961 | 961
20 903 | 902 | 903 | 903 | 904 | 905 | 906 | 908 | 910 | 911 | 913 | 915 | 916 | 918 | 919 | 921 | 922 | 924 | 923
25 849 | 849 | 850 | 850 | 851 | 853 | 855 | 857 | 858 | 861 | 863 | 865 | 868 | 870 | 872 | 874 | 875 | 877 | 877
30 790 | 790 | 790 | 791 | 792 | 794 | 796 | 798 | 800 | 804 | 806 | 809 | 812 | 815 | 817 | 820 | 821 | 823 | 823
35 724 | 725 | 725 | 727 | 728 | 730 | 732 | 734 | 737 | 740 | 743 | 746 | 750 | 753 | 756 | 758 | 760 | 762 | 763
40 656 | 656 | 657 | 658 | 659 | 661 | 664 | 666 | 669 | 672 | 676 | 679 | 682 | 686 | 689 | 692 | 695 | 697 | 698
45 584 | 584 | 585 | 587 | 588 | 590 | 592 | 595 | 598 | 601 | 604 | 608 | 611 | 615 | 619 | 622 | 625 | 627 | 628
50 511 | 511 | 512 | 513 | 515 | 517 | 519 | 521 | 524 | 527 | 531 | 534 | 538 | 541 | 545 | 548 | 552 | 554 | 555
55 436 | 437 | 438 | 439 | 440 | 442 | 444 | 447 | 450 | 452 | 456 | 459 | 462 | 466 | 470 | 474 | 476 | 478 | 480
60 361 | 362 | 362 | 364 | 365 | 367 | 369 | 371 | 374 | 377 | 380 | 383 | 387 | 390 | 393 | 397 | 399 | 402 | 403
65 287 | 287 | 288 | 289 | 290 | 292 | 294 | 296 | 299 | 302 | 304 | 307 | 310 | 314 | 316 | 320 | 323 | 325 | 327
70 214 | 214 | 215 | 216 | 217 | 219 | 221 | 223 | 225 | 228 | 230 | 233 | 236 | 239 | 242 | 245 | 248 | 250 | 252
75 145 | 146 | 146 | 147 | 148 | 149 | 151 | 152 | 154 | 157 | 159 | 162 | 164 | 167 | 169 | 172 | 175 | 177 | 179
80 80.5|80.7|81.2|81.9|82.9|84.0|85.4|86.9|88.6|90.5|92.6|94.5|97.1|99.1| 102 | 104 | 106 | 108 | 111
85 18.7 | 19.3 | 20.5 | 22.1 | 24.1 | 26.5 | 28.7 | 29.7 | 30.8 | 31.9 | 33.1 | 34.2 | 36.5 | 38.6 | 40.4 | 42.2 | 43.9 | 39.1 | 39.2
90 0.00 | 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00|0.00|1.52|0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]
Test Date:29 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM602430/WH

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--3 UNIT: cd
C (DEG)

y (DEG) 190 | 195 | 200 | 205 | 210 | 215 | 220 | 225 | 230 | 235 | 240 | 245 | 250 | 255 | 260 | 265 | 270 | 275 | 280

0 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013
5 1006 | 1006 | 1006 | 1006 | 1006 | 1006 | 1006 | 1007 | 1007 | 1007 | 1007 | 1007 | 1007 | 1007 | 1007 | 1007 | 1008 | 1008 | 1008
10 989 | 989 | 989 | 990 990 990 990 990 990 990 990 990 990 991 991 991 992 992 992
15 961 962 962 962 962 962 963 | 962 962 961 961 961 961 961 961 961 962 962 962
20 924 924 924 925 | 925 | 924 924 924 923 | 923 | 922 922 922 922 922 922 923 | 923 | 923
25 878 | 878 | 878 | 878 | 877 | 877 | 877 | 876 | 876 | 875 | 874 | 873 | 873 | 873 | 872 | 872 | 873 | 873 | 873
30 824 | 824 | 824 | 824 | 824 | 822 | 822 | 820 | 820 | 819 | 818 | 817 | 816 | 816 | 816 | 816 | 816 | 817 | 817
35 763 | 764 | 763 | 763 | 762 | 761 | 760 | 759 | 758 | 757 | 755 | 755 | 754 | 753 | 753 | 752 | 753 | 753 | 754
40 698 698 698 697 696 | 695 | 693 | 692 691 690 688 687 686 | 686 | 685 | 685 | 685 | 686 | 686
45 628 628 628 627 626 | 625 | 623 | 622 620 619 | 618 616 | 616 | 615 | 614 614 614 614 615
50 555 | 555 | 555 | 554 | 553 | 552 | 550 | 549 | 547 | 546 | 545 | 543 | 542 | 542 | 541 | 541 | 541 | 541 | 542
55 481 | 480 | 480 | 479 | 478 | 477 | 475 | 474 | 472 | 471 | 470 | 469 | 468 | 467 | 467 | 466 | 466 | 467 | 467
60 404 | 404 | 404 | 403 | 402 | 401 | 399 | 398 | 397 | 396 | 394 | 393 | 392 | 392 | 391 | 391 | 391 | 391 | 392
65 327 | 328 | 328 | 327 | 326 | 325 | 324 | 322 | 321 | 320 | 319 | 318 | 317 | 317 | 316 | 316 | 316 | 316 | 317
70 253 | 253 | 252 | 251 | 251 | 250 | 249 | 248 | 247 | 246 | 245 | 244 | 243 | 243 | 242 | 242 | 242 | 242 | 242
75 180 | 178 | 174 | 176 | 178 | 178 | 177 | 175 | 175 | 174 | 173 | 173 | 172 | 171 | 171 | 171 | 171 | 171 | 171
80 99.2 | 102 | 106 | 108 | 110 | 109 | 109 | 108 | 107 | 106 | 106 | 105 | 105 | 104 | 104 | 104 | 104 | 104 | 104
85 47.9 | 46.8 | 47.0 | 47.2 | 47.5 | 46.8 | 45.5 | 44.5 | 45.0 | 45.8 | 42.4 | 38.2 | 34.7 | 31.9 | 30.0 | 28.8 | 28.3 | 28.7 | 29.9
90 0.00 | 0.00| 0.00 | 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00/|0.00|0.00/|0.00|0.00/0.00/|0.00]0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:29 November 2022

Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFM602430/WH
POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--4 UNIT: cd
C (DEG)
y (DEG) 285 | 290 | 295 | 300 | 305 | 310 | 315 | 320 | 325 | 330 | 335 | 340 | 345 | 350 | 355
0 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013 | 1013
5 1008 | 1008 | 1008 | 1008 | 1008 | 1008 | 1008 | 1008 | 1008 | 1008 | 1007 | 1008 | 1008 | 1008 | 1008
10 992 | 992 | 992 | 992 | 992 | 992 | 992 | 992 | 993 | 992 | 992 | 992 | 992 | 992 | 992
15 963 | 963 | 963 | 963 | 964 | 965 | 966 | 967 | 966 | 966 | 966 | 967 | 967 | 966 | 966
20 923 | 924 | 924 | 925 | 926 | 927 | 928 | 928 | 929 | 931 | 930 | 930 | 930 | 930 | 930
25 874 | 875 | 876 | 877 | 879 | 880 | 881 | 882 | 883 | 884 | 885 | 886 | 885 | 885 | 885
30 818 | 819 | 820 | 821 | 822 | 824 | 826 | 828 | 829 | 830 | 831 | 832 | 832 | 832 | 832
35 755 | 756 | 757 | 759 | 761 | 762 | 764 | 766 | 768 | 770 | 771 | 772 | 773 | 772 | 772
40 687 | 688 | 690 | 692 | 693 | 695 | 698 | 700 | 701 | 703 | 706 | 706 | 707 | 707 | 707
45 616 | 617 | 619 | 621 | 623 | 625 | 627 | 629 | 632 | 633 | 635 | 636 | 637 | 638 | 637
50 543 | 544 | 545 | 547 | 549 | 551 | 554 | 556 | 558 | 560 | 561 | 563 | 563 | 564 | 564
55 468 | 469 | 471 | 473 | 474 | 476 | 478 | 480 | 483 | 484 | 486 | 487 | 489 | 488 | 488
60 393 | 394 | 395 | 396 | 398 | 400 | 402 | 404 | 405 | 408 | 409 | 410 | 411 | 411 | 411
65 317 | 318 | 319 | 321 | 322 | 324 | 325 | 327 | 329 | 330 | 331 | 332 | 333 | 334 | 334
70 243 | 244 | 245 | 246 | 247 | 248 | 250 | 251 | 252 | 253 | 255 | 255 | 256 | 256 | 256
75 172 | 172 | 173 | 174 | 175 | 176 | 177 | 178 | 179 | 180 | 181 | 181 | 182 | 182 | 182
80 104 | 105 | 105 | 106 | 106 | 107 | 108 | 108 | 109 | 110 | 111 | 111 | 112 | 112 | 112
85 31.9 | 34.6 | 38.0|42.0 | 45.4 | 45.7 | 46.0 | 46.3 | 46.5 | 46.7 | 47.6 | 48.2 | 48.6 | 48.6 | 48.1
90 0.00 | 0.00 | 0.00| 0.00 | 0.00| 0.00|0.00|0.00|0.00|0.00|0.00|0.00|0.00]|0.00]|0.00
H(g) Range:-90 - 90DEG V(B) Range:-85 — 85DEG
H({@®) Interval: 2.0DEG V(B) Interval: 2.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:29 November 2022 Remarks:



