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LAMP PHOTOMETRIC REPORT

MODEL: 99PFMX30/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2198.1 1m ~/+180
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€30/210,104.6
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AVERAGE BEAM ANGEE (50%):104.3 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 819.7 819.0 818.5 818.0 821.4 821.1 822.6 820.0 0- 10 79.25 79.25 3.61
20 762.6 762.7 759.4 758.6 762.8 764.8 765.1 763.1 10- 20 224.2 303.5 13.8
30 676.0 672.7 670.3 668.8 674.6 678.0 677.4 675.9 20- 30 332.2 635.7 28.9
40 567.4 564.0 559.0 559.1 566.1 570.4 568.6 567.7 30— 40 388.7 1024 46.6
50 449.1 444.2 437.8 438.5 446.8 450.7 447.6 448.4 40- 50 390.6 1415 64.4
60 324.4 318.9 312.1 313.3 321.4 324.8 322.1 322.6 50- 60 342.4 1757 80
70 199.7 194.8 189.0 189.7 196.8 199.9 198.6 199.4 60— 70 254.8 2012 91.5
80 84.14 81.39 79.04 77.33 81.89 85.71 92.00 84.17 70- 80 145.3 2157 98.1
90 4.805 1.800 9.139 2.094 4.792 2.374 12.66 2.515 80- 90 40.68 2198 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:




EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

EV=RFINE

Page 2 Of 3

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFMX30/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839
5 834 | 834 | 834 | 834 | 834 | 834 | 834 | 834 | 834 | 834 | 834 | 834 | 834 | 834 | 834 | 834 | 835 | 836 | 837
10 820 | 820 | 819 | 819 | 819 | 819 | 819 | 819 | 818 | 818 | 818 | 818 | 818 | 818 | 818 | 820 | 822 | 822 | 821
15 795 | 795 | 795 | 795 | 795 | 794 | 794 | 794 | 793 | 793 | 793 | 793 | 792 | 792 | 793 | 796 | 795 | 795 | 796
20 763 | 763 | 762 | 763 | 763 | 763 | 761 | 760 | 760 | 759 | 759 | 759 | 758 | 758 | 759 | 762 | 760 | 762 | 763
25 722 | 725 | 722 | 721 | 720 | 720 | 719 | 719 | 720 | 718 | 717 | 717 | 716 | 716 | 717 | 719 | 719 | 721 | 722
30 676 | 675 | 674 674 673 | 672 671 671 670 670 668 669 | 668 668 669 | 670 672 673 | 675
35 623 | 623 | 622 622 621 620 619 | 618 617 616 | 616 | 615 | 615 | 615 | 617 618 618 620 622
40 567 | 567 | 566 | 566 | 564 | 564 | 562 | 561 | 560 | 559 | 558 | 559 | 558 | 558 | 560 | 561 | 562 | 564 | 566
45 509 | 509 | 508 | 507 | 506 | 505 | 503 | 502 | 500 | 499 | 498 | 499 | 498 | 499 | 500 | 502 | 503 | 505 | 507
50 449 | 449 | 447 | 446 | 445 | 444 | 442 | 440 | 439 | 438 | 437 | 437 | 437 | 438 | 439 | 441 | 442 | 445 | 447
55 388 | 387 | 386 | 384 | 382 | 381 | 379 | 378 | 376 | 375 | 374 | 375 | 375 | 376 | 376 | 379 | 380 | 383 | 385
60 324 | 325 | 323 | 321 | 319 | 318 | 316 | 315 | 313 | 312 | 311 | 312 | 312 | 313 | 314 | 316 | 318 | 321 | 321
65 261 | 262 | 260 | 259 | 257 | 256 | 254 | 252 | 250 | 250 | 249 | 249 | 249 | 250 | 251 | 254 | 255 | 258 | 258
70 200 | 201 | 199 | 197 | 195 | 194 | 193 | 191 | 190 | 189 | 188 | 189 | 189 | 189 | 190 | 192 | 194 | 197 | 197
75 140 | 141 | 140 | 139 | 136 | 136 | 134 | 134 | 132 | 131 | 130 | 131 | 130 | 131 | 132 | 134 | 136 | 137 | 137
80 84.1|85.5|84.6|83.5(81.7(81.0(81.7|82.7(81.3|79.0|77.4|77.3|76.9|77.1|77.6|79.3|80.8|82.0|81.9
85 35.1(35.1|34.2|33.5(32.5|31.8|33.6|34.6(33.5|32.5(31.7|30.8[29.9|28.7(28.9|30.130.9|32.2]33.0
90 4.81|3.96|3.15|2.38|1.76 |1.84|5.55|8.58|9.38|9.14 | 8.54|7.05|4.54 |2.26|1.93|2.82|3.78|4.47|4.79
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:15 November 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99PFMX30/BL
POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839 | 839
5 838 | 838 | 839 | 839 | 839 | 839 | 839 | 838 | 837 | 836 | 836 | 835 | 835 | 834 | 834 | 834 | 834
10 821 | 821 | 821 | 821 | 821 | 821 | 821 | 822 | 823 | 825 | 824 | 822 | 820 | 820 | 820 | 820 | 820
15 797 | 797 | 797 | 798 | 797 | 798 | 798 | 798 | 798 | 797 | 800 | 800 | 796 | 796 | 796 | 796 | 795
20 763 | 764 | 764 | 765 | 765 | 765 | 765 | 765 | 765 | 765 | 764 | 768 | 763 | 763 | 763 | 763 | 763
25 723 | 724 | 724 | 725 | 725 | 725 | 725 | 725 | 724 | 724 | 724 | 725 | 723 | 722 | 722 | 722 | 722
30 676 | 677 | 677 | 678 | 678 | 678 | 678 | 678 | 677 | 677 | 676 | 676 | 677 | 675 | 675 | 675 | 675
35 623 | 625 | 625 | 626 | 626 | 626 | 626 | 626 | 625 | 625 | 624 | 624 | 625 | 623 | 623 | 624 | 625
40 567 | 569 | 570 | 571 | 570 | 571 | 570 | 570 | 569 | 568 | 568 | 568 | 568 | 567 | 567 | 569 | 568
45 509 | 511 | 511 | 512 | 511 | 512 | 510 | 510 | 509 | 509 | 508 | 509 | 510 | 508 | 509 | 510 | 509
50 448 | 450 | 450 | 451 | 450 | 450 | 449 | 449 | 448 | 447 | 447 | 448 | 449 | 448 | 448 | 449 | 449
55 385 | 387 | 387 | 388 | 388 | 388 | 386 | 386 | 385 | 385 | 385 | 385 | 385 | 386 | 386 | 387 | 387
60 321 | 323 | 324 | 325 | 325 | 325 | 323 | 323 | 322 | 322 | 322 | 322 | 322 | 323 | 323 | 324 | 324
65 257 | 259 | 260 | 262 | 262 | 262 | 261 | 260 | 259 | 260 | 259 | 260 | 259 | 260 | 260 | 260 | 260
70 195 | 196 | 198 | 200 | 200 | 204 | 200 | 200 | 199 | 200 | 201 | 200 | 200 | 198 | 198 | 198 | 197
75 134 | 136 | 138 | 141 | 141 | 141 | 141 | 141 | 140 | 140 | 139 | 140 | 139 | 140 | 138 | 137 | 137
80 78.9 | 78.4 | 81.1|85.1|86.3|88.0|90.6|92.8|92.0|91.7|89.5|86.8(84.2|84.1|81.1|79.4]80.2
85 32.0|30.4|28.5(33.5(35.2|39.2|42.9|43.6|43.6|43.1|42.5|38.6 | 34.4|32.9|28.5|30.9] 33.2
90 3.38|2.62|2.32|2.10 | 2.65| 6.37 | 10.8 | 12.4 | 12.7 | 12.5 | 11.2 | 6.96 [ 2.93 | 2.10 | 2.35 | 2.75 | 3.49
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:15 November 2022 Remarks:




